
广州金海联灯业有限公司

LED配光曲线检测报告

Luminaire Property
Luminaire:   RH-MSD42 42W   42W  4000K

Report NO.:   
Test NO.:   
Lamp:   
Sum Lumens:   3392.5 lm
Number of Lamps:   1
Diameter:    mm
Length:   500mm
Photometric Type:   Type C

Voltage:   219.6  V
Current:   0.189  A
Power:   40.0  W
Power Factor:   0.963
Ballast Type:   1000mA
Width:   500mm
Height:   38mm
Remark:    SMD2835  20C10B

Photometric Results

Lumens:    3392.50 lm
Efficiency:    84.8125 lm/W
Central Intensity:    1199.982cd
Maximum Intensity:    1202.197cd

Angle of maximum intensity:    C:135.0  G:1.0
Half Peak Side Angle(50%):    Left: -56.1     Right:55.8
Light Out Rate(LOR) :    100.00%
Up Flux Rate:    0.0%
Down Flux Rate:    100.0%

Beam Angle(10%):    Left: -80.3     Right:79.8
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Equipment:LINKCOLOR LCG-GONIO Date:2017-01-19 Operator:Steven
Temperature:25 Deg Humidity:60%
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LED配光曲线检测报告

Photometric Data Table  [cd]
C\G 0.0 1.0 2.0 3.0 4.0 5.0 6.0 7.0 8.0 9.0

0.0 1200.0 1201.5 1200.2 1198.6 1196.6 1194.3 1192.1 1188.9 1185.0 1180.6
45.0 1200.0 1196.8 1195.6 1193.9 1191.8 1189.5 1186.8 1183.4 1180.3 1175.8
90.0 1200.0 1196.8 1195.6 1193.9 1191.8 1189.5 1186.8 1183.4 1180.3 1175.8

135.0 1200.0 1202.2 1202.0 1201.5 1199.9 1198.7 1196.4 1194.2 1191.7 1187.9
180.0 1200.0 1202.2 1202.0 1201.5 1199.9 1198.7 1196.4 1194.2 1191.7 1187.9
225.0 1200.0 1197.4 1197.4 1196.7 1195.6 1194.3 1192.9 1190.6 1187.8 1184.6
270.0 1200.0 1197.4 1197.4 1196.7 1195.6 1194.3 1192.9 1190.6 1187.8 1184.6
315.0 1200.0 1201.5 1200.2 1198.6 1196.6 1194.3 1192.1 1188.9 1185.0 1180.6
360.0 1200.0 1201.5 1200.2 1198.6 1196.6 1194.3 1192.1 1188.9 1185.0 1180.6

C\G 10.0 11.0 12.0 13.0 14.0 15.0 16.0 17.0 18.0 19.0
0.0 1175.9 1171.0 1166.3 1160.4 1154.2 1147.8 1140.7 1134.3 1126.3 1118.0

45.0 1171.6 1166.5 1161.0 1155.9 1149.7 1143.0 1136.2 1128.5 1121.5 1113.5
90.0 1171.6 1166.5 1161.0 1155.9 1149.7 1143.0 1136.2 1128.5 1121.5 1113.5

135.0 1184.6 1180.0 1175.4 1170.8 1165.6 1159.6 1153.2 1146.4 1140.0 1132.7
180.0 1184.6 1180.0 1175.4 1170.8 1165.6 1159.6 1153.2 1146.4 1140.0 1132.7
225.0 1181.1 1177.7 1173.2 1168.5 1163.7 1157.7 1151.8 1145.9 1139.2 1132.1
270.0 1181.1 1177.7 1173.2 1168.5 1163.7 1157.7 1151.8 1145.9 1139.2 1132.1
315.0 1175.9 1171.0 1166.3 1160.4 1154.2 1147.8 1140.7 1134.3 1126.3 1118.0
360.0 1175.9 1171.0 1166.3 1160.4 1154.2 1147.8 1140.7 1134.3 1126.3 1118.0

C\G 20.0 21.0 22.0 23.0 24.0 25.0 26.0 27.0 28.0 29.0
0.0 1109.4 1100.2 1090.6 1081.0 1072.0 1061.4 1050.5 1039.1 1027.3 1016.7

45.0 1105.0 1096.0 1086.3 1076.7 1067.7 1057.0 1046.0 1035.0 1022.8 1011.1
90.0 1105.0 1096.0 1086.3 1076.7 1067.7 1057.0 1046.0 1035.0 1022.8 1011.1

135.0 1124.5 1116.5 1107.4 1098.2 1089.7 1080.2 1069.5 1058.6 1048.1 1036.3
180.0 1124.5 1116.5 1107.4 1098.2 1089.7 1080.2 1069.5 1058.6 1048.1 1036.3
225.0 1124.3 1116.3 1107.5 1099.9 1091.2 1081.0 1071.4 1060.6 1051.5 1040.4
270.0 1124.3 1116.3 1107.5 1099.9 1091.2 1081.0 1071.4 1060.6 1051.5 1040.4
315.0 1109.4 1100.2 1090.6 1081.0 1072.0 1061.4 1050.5 1039.1 1027.3 1016.7
360.0 1109.4 1100.2 1090.6 1081.0 1072.0 1061.4 1050.5 1039.1 1027.3 1016.7

C\G 30.0 31.0 32.0 33.0 34.0 35.0 36.0 37.0 38.0 39.0
0.0 1004.6 991.8 978.9 965.7 953.3 939.7 925.1 910.1 895.2 879.9

45.0 1000.4 987.7 974.7 961.1 947.1 935.1 920.9 905.9 890.6 875.2
90.0 1000.4 987.7 974.7 961.1 947.1 935.1 920.9 905.9 890.6 875.2

135.0 1026.6 1014.0 1001.6 988.8 975.4 964.0 950.1 936.2 921.3 906.6
180.0 1026.6 1014.0 1001.6 988.8 975.4 964.0 950.1 936.2 921.3 906.6
225.0 1029.1 1017.3 1005.1 992.5 980.0 968.0 954.7 941.0 927.0 912.1
270.0 1029.1 1017.3 1005.1 992.5 980.0 968.0 954.7 941.0 927.0 912.1
315.0 1004.6 991.8 978.9 965.7 953.3 939.7 925.1 910.1 895.2 879.9
360.0 1004.6 991.8 978.9 965.7 953.3 939.7 925.1 910.1 895.2 879.9

Equipment:LINKCOLOR LCG-GONIO Date:2017-01-19 Operator:Steven
Temperature:25 Deg Humidity:60%
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Photometric Data Table  [cd]
C\G 40.0 41.0 42.0 43.0 44.0 45.0 46.0 47.0 48.0 49.0

0.0 864.4 850.7 834.7 818.0 801.1 784.2 768.9 751.6 733.5 715.6
45.0 859.3 845.7 829.5 812.5 795.9 778.9 760.9 743.1 727.7 709.6
90.0 859.3 845.7 829.5 812.5 795.9 778.9 760.9 743.1 727.7 709.6

135.0 891.3 878.3 862.1 846.3 829.9 813.3 796.4 781.7 764.1 746.4
180.0 891.3 878.3 862.1 846.3 829.9 813.3 796.4 781.7 764.1 746.4
225.0 899.5 884.8 869.0 853.5 837.3 821.0 806.8 789.7 772.6 755.1
270.0 899.5 884.8 869.0 853.5 837.3 821.0 806.8 789.7 772.6 755.1
315.0 864.4 850.7 834.7 818.0 801.1 784.2 768.9 751.6 733.5 715.6
360.0 864.4 850.7 834.7 818.0 801.1 784.2 768.9 751.6 733.5 715.6

C\G 50.0 51.0 52.0 53.0 54.0 55.0 56.0 57.0 58.0 59.0
0.0 697.0 678.4 662.5 643.2 623.9 603.9 584.2 564.1 546.8 526.4

45.0 691.0 671.7 652.8 635.8 616.4 596.6 576.6 556.2 535.9 517.7
90.0 691.0 671.7 652.8 635.8 616.4 596.6 576.6 556.2 535.9 517.7

135.0 728.4 710.0 691.1 675.1 656.3 636.6 617.2 597.5 580.3 560.3
180.0 728.4 710.0 691.1 675.1 656.3 636.6 617.2 597.5 580.3 560.3
225.0 737.3 719.2 703.4 685.1 666.0 647.2 627.9 611.0 591.4 571.6
270.0 737.3 719.2 703.4 685.1 666.0 647.2 627.9 611.0 591.4 571.6
315.0 697.0 678.4 662.5 643.2 623.9 603.9 584.2 564.1 546.8 526.4
360.0 697.0 678.4 662.5 643.2 623.9 603.9 584.2 564.1 546.8 526.4

C\G 60.0 61.0 62.0 63.0 64.0 65.0 66.0 67.0 68.0 69.0
0.0 505.9 485.1 464.5 446.7 425.4 404.2 382.5 361.5 340.3 322.0

45.0 496.7 476.2 454.6 433.2 411.2 393.0 371.3 349.7 328.0 306.6
90.0 496.7 476.2 454.6 433.2 411.2 393.0 371.3 349.7 328.0 306.6

135.0 539.6 518.8 498.3 477.4 459.4 438.1 417.0 395.5 374.3 352.8
180.0 539.6 518.8 498.3 477.4 459.4 438.1 417.0 395.5 374.3 352.8
225.0 551.4 531.1 510.2 489.5 471.5 450.1 428.7 407.1 386.1 367.2
270.0 551.4 531.1 510.2 489.5 471.5 450.1 428.7 407.1 386.1 367.2
315.0 505.9 485.1 464.5 446.7 425.4 404.2 382.5 361.5 340.3 322.0
360.0 505.9 485.1 464.5 446.7 425.4 404.2 382.5 361.5 340.3 322.0

C\G 70.0 71.0 72.0 73.0 74.0 75.0 76.0 77.0 78.0 79.0
0.0 301.1 279.7 259.5 238.6 218.3 200.9 181.5 162.1 143.2 125.3

45.0 288.3 267.1 246.1 224.6 204.6 183.8 164.4 147.5 129.0 110.8
90.0 288.3 267.1 246.1 224.6 204.6 183.8 164.4 147.5 129.0 110.8

135.0 334.4 313.0 291.9 270.8 250.3 232.5 211.9 192.0 172.2 153.0
180.0 334.4 313.0 291.9 270.8 250.3 232.5 211.9 192.0 172.2 153.0
225.0 346.0 324.4 302.8 281.5 263.3 242.5 221.7 201.0 181.1 161.3
270.0 346.0 324.4 302.8 281.5 263.3 242.5 221.7 201.0 181.1 161.3
315.0 301.1 279.7 259.5 238.6 218.3 200.9 181.5 162.1 143.2 125.3
360.0 301.1 279.7 259.5 238.6 218.3 200.9 181.5 162.1 143.2 125.3

Equipment:LINKCOLOR LCG-GONIO Date:2017-01-19 Operator:Steven
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广州金海联灯业有限公司
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Photometric Data Table  [cd]
C\G 80.0 81.0 82.0 83.0 84.0 85.0 86.0 87.0 88.0 89.0

0.0 109.8 92.8 76.1 60.7 45.7 32.1 19.2 7.7 0.0 0.0
45.0 93.3 76.4 62.6 47.6 33.0 19.6 7.8 0.0 0.0 0.0
90.0 93.3 76.4 62.6 47.6 33.0 19.6 7.8 0.0 0.0 0.0

135.0 134.5 116.5 101.6 84.3 68.4 52.3 38.4 25.3 12.0 0.2
180.0 134.5 116.5 101.6 84.3 68.4 52.3 38.4 25.3 12.0 0.2
225.0 142.7 126.4 108.8 91.6 75.2 59.9 45.2 32.9 19.6 8.0
270.0 142.7 126.4 108.8 91.6 75.2 59.9 45.2 32.9 19.6 8.0
315.0 109.8 92.8 76.1 60.7 45.7 32.1 19.2 7.7 0.0 0.0
360.0 109.8 92.8 76.1 60.7 45.7 32.1 19.2 7.7 0.0 0.0

C\G 90.0
0.0 0.0

45.0 0.0
90.0 0.0

135.0 0.0
180.0 0.0
225.0 0.0
270.0 0.0
315.0 0.0
360.0 0.0
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Light Distribution Curve   [Unit: cd]
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LED配光曲线检测报告

Max Plane Light Distribution Curve   [Unit: cd] 
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Iso-Lux[lx]

Height:  1 m
Max Illuminance :  1202.2lx
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Luminance Limitting Curve

Diameter:   mm
Length:  500mm
Width:  500mm
Height:  38mm
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Lux-Distance Curve

Beam Angle:111.90°

Equipment:LINKCOLOR LCG-GONIO Date:2017-01-19 Operator:Steven
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Utilization Coefficient Table
RHOCC

RHOW

RCR
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COEFFCIENTS OF UTILIZATION FOR RHOFC=20

1.19 1.19 1.19 1.16 1.16 1.16 1.11 1.11 1.11 1.06 1.06 1.06 1.02 1.02 1.02 1.00

1.05 1.03 1.01 1.03 1.01 1.00 1.00 0.97 0.95 0.95 0.93 0.90 0.88 0.86 0.84 0.79

0.89 0.86 0.84 0.88 0.85 0.83 0.86 0.82 0.79 0.83 0.79 0.75 0.78 0.74 0.70 0.66

0.76 0.73 0.71 0.76 0.72 0.70 0.75 0.70 0.67 0.72 0.68 0.63 0.69 0.64 0.60 0.55

0.65 0.62 0.61 0.66 0.62 0.59 0.65 0.61 0.57 0.64 0.59 0.54 0.62 0.56 0.51 0.47

0.57 0.54 0.52 0.58 0.54 0.51 0.58 0.53 0.49 0.57 0.52 0.47 0.56 0.50 0.45 0.41

0.50 0.48 0.46 0.51 0.47 0.45 0.52 0.47 0.43 0.52 0.46 0.41 0.51 0.44 0.39 0.36

0.45 0.42 0.40 0.46 0.42 0.40 0.47 0.42 0.38 0.47 0.41 0.37 0.47 0.40 0.35 0.31

0.40 0.38 0.36 0.41 0.38 0.35 0.42 0.37 0.34 0.43 0.37 0.33 0.43 0.36 0.31 0.28

0.36 0.34 0.32 0.37 0.34 0.32 0.39 0.34 0.31 0.39 0.34 0.29 0.40 0.33 0.28 0.25

0.33 0.31 0.29 0.34 0.31 0.29 0.36 0.31 0.28 0.36 0.31 0.27 0.37 0.30 0.26 0.23
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Budgetary Estimate Chart

Light Flux 3392.50 lmlm

Maintenance 0.8/0.8

Aver E 200lx

Work Plane H 0

Place Name Cel Wall Floor

Reflect1 0.7 0.5 0.2

Reflect2 0.5 0.3 0.2
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