
MEEK
LED配光曲线检测报告

Luminaire Property
Luminaire:   RH-RUS24  12W+12W

Report NO.:   
Test NO.:   
Lamp:   
Sum Lumens:   1429.64 lm
Number of Lamps:   1
Diameter:   177mm
Length:   mm
Photometric Type:   Type C

Voltage:   219.3  V
Current:   0.173  A
Power:   22.1  W
Power Factor:   0.58
Ballast Type:   
Width:   177mm
Height:   40mm
Remark:   

Photometric Results

Lumens:    1429.64 lm
Efficiency:    64.6896 lm/W
Central Intensity:    801.84cd
Maximum Intensity:    813.001cd

Angle of maximum intensity:    C:135.0  G:4.0
Half Peak Side Angle(50%):    Left: -41.5     Right:36.0
Light Out Rate(LOR) :    100.00%
Up Flux Rate:    0.0%
Down Flux Rate:    100.0%

Beam Angle(10%):    Left: -81.2     Right:75.2
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Equipment:LINKCOLOR LCG-GONIO Date:2017-03-03 Operator:Steven
Temperature:25 Deg Humidity:60%
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Photometric Data Table  [cd]
C\G 0.0 1.0 2.0 3.0 4.0 5.0 6.0 7.0 8.0 9.0

0.0 801.8 807.3 804.8 802.2 799.3 795.5 792.9 788.8 784.3 779.9
45.0 801.8 791.3 788.9 786.4 783.2 779.7 776.1 772.3 767.4 763.0
90.0 801.8 791.3 788.9 786.4 783.2 779.7 776.1 772.3 767.4 763.0

135.0 801.8 810.2 811.5 812.3 813.0 813.0 812.7 812.1 810.6 809.4
180.0 801.8 810.2 811.5 812.3 813.0 813.0 812.7 812.1 810.6 809.4
225.0 801.8 794.6 796.0 796.5 797.2 796.9 796.8 795.7 794.2 792.7
270.0 801.8 794.6 796.0 796.5 797.2 796.9 796.8 795.7 794.2 792.7
315.0 801.8 807.3 804.8 802.2 799.3 795.5 792.9 788.8 784.3 779.9
360.0 801.8 807.3 804.8 802.2 799.3 795.5 792.9 788.8 784.3 779.9

C\G 10.0 11.0 12.0 13.0 14.0 15.0 16.0 17.0 18.0 19.0
0.0 774.3 769.4 764.4 758.2 752.0 745.0 738.5 731.9 723.9 716.5

45.0 757.4 752.1 746.7 741.2 734.9 728.4 721.1 714.0 707.7 700.0
90.0 757.4 752.1 746.7 741.2 734.9 728.4 721.1 714.0 707.7 700.0

135.0 806.7 804.3 800.6 797.6 793.1 788.1 782.8 776.3 770.8 763.5
180.0 806.7 804.3 800.6 797.6 793.1 788.1 782.8 776.3 770.8 763.5
225.0 790.0 787.2 784.2 780.0 775.7 770.9 765.2 758.9 753.4 746.5
270.0 790.0 787.2 784.2 780.0 775.7 770.9 765.2 758.9 753.4 746.5
315.0 774.3 769.4 764.4 758.2 752.0 745.0 738.5 731.9 723.9 716.5
360.0 774.3 769.4 764.4 758.2 752.0 745.0 738.5 731.9 723.9 716.5

C\G 20.0 21.0 22.0 23.0 24.0 25.0 26.0 27.0 28.0 29.0
0.0 707.8 699.6 690.7 681.8 674.0 664.3 654.5 644.5 634.1 625.2

45.0 691.7 684.2 675.4 666.8 659.3 650.3 641.3 631.9 622.5 614.2
90.0 691.7 684.2 675.4 666.8 659.3 650.3 641.3 631.9 622.5 614.2

135.0 755.7 747.3 738.5 728.9 720.2 709.9 698.6 687.0 675.2 662.6
180.0 755.7 747.3 738.5 728.9 720.2 709.9 698.6 687.0 675.2 662.6
225.0 738.4 730.5 721.4 712.3 703.9 693.3 682.2 670.8 658.7 645.8
270.0 738.4 730.5 721.4 712.3 703.9 693.3 682.2 670.8 658.7 645.8
315.0 707.8 699.6 690.7 681.8 674.0 664.3 654.5 644.5 634.1 625.2
360.0 707.8 699.6 690.7 681.8 674.0 664.3 654.5 644.5 634.1 625.2

C\G 30.0 31.0 32.0 33.0 34.0 35.0 36.0 37.0 38.0 39.0
0.0 614.1 602.6 587.1 563.7 537.6 503.5 466.4 426.5 386.8 346.9

45.0 604.5 594.2 581.3 562.0 535.6 508.0 473.8 435.0 395.6 354.7
90.0 604.5 594.2 581.3 562.0 535.6 508.0 473.8 435.0 395.6 354.7

135.0 651.1 637.9 623.1 609.1 593.7 576.8 551.7 520.8 486.2 448.0
180.0 651.1 637.9 623.1 609.1 593.7 576.8 551.7 520.8 486.2 448.0
225.0 634.7 621.1 607.4 593.0 576.5 557.9 530.0 497.0 461.4 423.0
270.0 634.7 621.1 607.4 593.0 576.5 557.9 530.0 497.0 461.4 423.0
315.0 614.1 602.6 587.1 563.7 537.6 503.5 466.4 426.5 386.8 346.9
360.0 614.1 602.6 587.1 563.7 537.6 503.5 466.4 426.5 386.8 346.9
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Photometric Data Table  [cd]
C\G 40.0 41.0 42.0 43.0 44.0 45.0 46.0 47.0 48.0 49.0

0.0 308.4 277.8 246.2 220.2 203.0 190.5 182.8 173.4 163.6 153.5
45.0 315.7 284.0 250.8 222.3 202.5 188.1 180.1 170.7 160.3 150.1
90.0 315.7 284.0 250.8 222.3 202.5 188.1 180.1 170.7 160.3 150.1

135.0 408.2 374.2 333.7 295.7 260.3 230.0 208.0 195.5 185.7 176.1
180.0 408.2 374.2 333.7 295.7 260.3 230.0 208.0 195.5 185.7 176.1
225.0 382.3 347.9 309.0 273.1 241.8 214.6 197.6 187.4 178.8 170.0
270.0 382.3 347.9 309.0 273.1 241.8 214.6 197.6 187.4 178.8 170.0
315.0 308.4 277.8 246.2 220.2 203.0 190.5 182.8 173.4 163.6 153.5
360.0 308.4 277.8 246.2 220.2 203.0 190.5 182.8 173.4 163.6 153.5

C\G 50.0 51.0 52.0 53.0 54.0 55.0 56.0 57.0 58.0 59.0
0.0 145.0 137.9 131.3 124.2 118.9 114.4 111.0 108.2 106.0 104.7

45.0 141.8 134.3 126.9 121.2 115.3 110.4 106.7 103.6 101.6 99.6
90.0 141.8 134.3 126.9 121.2 115.3 110.4 106.7 103.6 101.6 99.6

135.0 165.3 155.5 147.8 140.1 133.0 127.0 122.4 117.9 115.6 112.6
180.0 165.3 155.5 147.8 140.1 133.0 127.0 122.4 117.9 115.6 112.6
225.0 160.6 151.4 144.1 136.7 130.8 125.2 120.8 117.0 114.9 113.3
270.0 160.6 151.4 144.1 136.7 130.8 125.2 120.8 117.0 114.9 113.3
315.0 145.0 137.9 131.3 124.2 118.9 114.4 111.0 108.2 106.0 104.7
360.0 145.0 137.9 131.3 124.2 118.9 114.4 111.0 108.2 106.0 104.7

C\G 60.0 61.0 62.0 63.0 64.0 65.0 66.0 67.0 68.0 69.0
0.0 104.9 107.5 110.2 112.6 115.1 117.2 120.0 122.3 123.2 123.3

45.0 98.9 100.9 103.0 105.6 108.0 109.6 112.0 113.8 115.6 116.1
90.0 98.9 100.9 103.0 105.6 108.0 109.6 112.0 113.8 115.6 116.1

135.0 110.2 110.1 111.5 113.3 114.5 116.0 117.5 118.7 120.2 121.7
180.0 110.2 110.1 111.5 113.3 114.5 116.0 117.5 118.7 120.2 121.7
225.0 112.3 113.0 113.3 113.8 114.8 115.7 117.2 117.2 116.9 117.1
270.0 112.3 113.0 113.3 113.8 114.8 115.7 117.2 117.2 116.9 117.1
315.0 104.9 107.5 110.2 112.6 115.1 117.2 120.0 122.3 123.2 123.3
360.0 104.9 107.5 110.2 112.6 115.1 117.2 120.0 122.3 123.2 123.3

C\G 70.0 71.0 72.0 73.0 74.0 75.0 76.0 77.0 78.0 79.0
0.0 122.8 122.0 120.1 118.7 116.5 113.8 110.0 88.4 53.6 27.2

45.0 116.0 115.5 114.3 112.5 110.9 109.3 104.3 89.3 58.2 29.5
90.0 116.0 115.5 114.3 112.5 110.9 109.3 104.3 89.3 58.2 29.5

135.0 122.1 122.4 122.3 121.5 120.9 119.9 118.6 116.3 110.3 85.1
180.0 122.1 122.4 122.3 121.5 120.9 119.9 118.6 116.3 110.3 85.1
225.0 116.4 115.4 113.2 111.4 109.2 106.9 104.5 102.0 98.6 83.1
270.0 116.4 115.4 113.2 111.4 109.2 106.9 104.5 102.0 98.6 83.1
315.0 122.8 122.0 120.1 118.7 116.5 113.8 110.0 88.4 53.6 27.2
360.0 122.8 122.0 120.1 118.7 116.5 113.8 110.0 88.4 53.6 27.2
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Photometric Data Table  [cd]
C\G 80.0 81.0 82.0 83.0 84.0 85.0 86.0 87.0 88.0 89.0

0.0 10.2 2.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
45.0 11.8 3.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
90.0 11.8 3.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

135.0 60.1 40.4 19.6 6.6 1.5 0.0 0.0 0.0 0.0 0.0
180.0 60.1 40.4 19.6 6.6 1.5 0.0 0.0 0.0 0.0 0.0
225.0 51.4 27.5 10.8 1.5 0.0 0.0 0.0 0.0 0.0 0.0
270.0 51.4 27.5 10.8 1.5 0.0 0.0 0.0 0.0 0.0 0.0
315.0 10.2 2.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
360.0 10.2 2.8 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

C\G 90.0
0.0 0.0

45.0 0.0
90.0 0.0

135.0 0.0
180.0 0.0
225.0 0.0
270.0 0.0
315.0 0.0
360.0 0.0
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Light Distribution Curve   [Unit: cd]
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Max Plane Light Distribution Curve   [Unit: cd] 
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Iso-Lux[lx]

Height:  1 m
Max Illuminance :  813.lx
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Luminance Limitting Curve

Diameter:  177mm
Length:  mm
Width:  177mm
Height:  40mm
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Lux-Distance Curve

Beam Angle:77.50°

Equipment:LINKCOLOR LCG-GONIO Date:2017-03-03 Operator:Steven
Temperature:25 Deg Humidity:60%
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Utilization Coefficient Table
RHOCC

RHOW

RCR
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COEFFCIENTS OF UTILIZATION FOR RHOFC=20

1.19 1.19 1.19 1.16 1.16 1.16 1.11 1.11 1.11 1.06 1.06 1.06 1.02 1.02 1.02 1.00

1.08 1.06 1.05 1.06 1.04 1.03 1.02 1.00 0.99 0.97 0.95 0.93 0.91 0.89 0.87 0.82

0.94 0.92 0.91 0.93 0.91 0.89 0.91 0.88 0.85 0.87 0.84 0.81 0.82 0.78 0.75 0.71

0.83 0.81 0.79 0.83 0.80 0.78 0.81 0.77 0.74 0.78 0.74 0.71 0.75 0.70 0.66 0.62

0.74 0.72 0.70 0.74 0.71 0.69 0.73 0.69 0.66 0.71 0.66 0.63 0.68 0.63 0.59 0.55

0.67 0.65 0.63 0.67 0.64 0.62 0.67 0.62 0.59 0.65 0.60 0.56 0.63 0.58 0.53 0.49

0.61 0.58 0.57 0.61 0.58 0.56 0.61 0.56 0.53 0.60 0.55 0.51 0.59 0.53 0.48 0.44

0.55 0.53 0.52 0.56 0.53 0.51 0.56 0.52 0.48 0.55 0.50 0.46 0.54 0.48 0.44 0.40

0.51 0.49 0.47 0.51 0.48 0.46 0.52 0.47 0.44 0.51 0.46 0.42 0.51 0.45 0.40 0.37

0.47 0.45 0.43 0.47 0.44 0.43 0.48 0.44 0.41 0.48 0.43 0.39 0.47 0.41 0.37 0.34

0.43 0.41 0.40 0.44 0.41 0.39 0.45 0.40 0.38 0.45 0.40 0.36 0.45 0.39 0.34 0.31

Equipment:LINKCOLOR LCG-GONIO Date:2017-03-03 Operator:Steven
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Budgetary Estimate Chart

Light Flux 1429.64 lmlm

Maintenance 0.8/0.8

Aver E 200lx

Work Plane H 0

Place Name Cel Wall Floor

Reflect1 0.7 0.5 0.2

Reflect2 0.5 0.3 0.2

MEEK
LED配光曲线检测报告

Equipment:LINKCOLOR LCG-GONIO Date:2017-03-03 Operator:Steven
Temperature:25 Deg Humidity:60% Page 11


